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IMPORTANT
These dimensions are a guide only. All measurements are in millimetres (mm).
For complete installation instructions, refer to the manual provided with product.
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INSTALLATION

Underbench ovens

Your underbench oven looks best when the control panel 
is directly under the benchtop. An upper infill panel 
may have to be added if the cooktop placed above the 
benchtop is too deep.

Refer to cooktop installation instructions for required 
clearance between cooktop and oven.

Levelling oven

Place a level in the oven as below making sure the level 
sits on the front and rear forms.

GAS TYPE
1.5m electrical 
service cord

D Gas connection - 150mm from right hand side

    - 220mm from bottom

E Electrical service cord - 50mm from right hand side

    - at bottom

1.7m flexible gas hose 
(supplied unfitted)

8 min. 
clearance

carry handle
553

15

*20

595

561

596

mounting 
holes

use black 
installation 
screws supplied

upper infill  
(if required)

INSTALLING YOUR APPLIANCE (CONTINUED)

Gas ovens
WVG613SC/WC, WVG615SC

Product WxHxD (mm) 596 x 595 x 573

Flush mount cut-out WxHxD (mm) 600 x 600 x 581
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NOTE:  
For proper ventilation 
there must be a gap 
at the bottom rear of 
the cabinet. This can 
be a full width opening 
20mm deep. 


