
Dimension and installation guide

© 2020 Electrolux Home Products Pty Ltd. ABN 51 004 762 341. WDIM_Aspire_Apr20

IMPORTANT
These dimensions are a guide only. All measurements are in millimetres (mm).
For complete installation instructions, refer to the manual provided with product.

westinghouse.com.au

Integrated rangehood
WRI700SB

Product WxHxD (mm) 712 x 200 x 304

Cut-out WxHxD (mm) 655 x 200 x 276

Duct out through, diameter (mm) top only, 125

4 

INSTALLATION

Standard ducting installation

It is recommended that the unit be positioned at a 
minimum of 600mm for an electric cooktop and 650mm 
for a gas cooktop, and no further from the cooktop than 
800mm. The unit becomes less effective as the distance 
from the cooking surface to the rangehood increase.
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Fixing point dimensions – WRI500SB

Fixing point dimensions – WRI700SB

 WARNING!
Failure to install the screws or fixing device in 
accordance with these instructions may result in 
electrical hazards.

Parts supplied with hood

1 x Ø 120mm air outlet
4 x self tapping screws 3.5 x 12mm
4 x self tapping screws 4  x  32mm
2  x air intake grilles

Parts to be purchased
• Aluminium tape or cable ties to secure flue pipe
• Ducting accessories 

Cutting the wooden support

Cut the slot in the wooden support as pictured below 

Fixing the air outlet
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Flip the non-return valves and fix them with tape or clamp 
temporarily. Use screws to fix the air outlet to the 
rangehood then release the non-return valves.
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